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Loose supplied

[to be positioned by yard]

Are delivered with overlength,

to be positioned and cutted on right length by yard.

2
7
9

140 coW 140

2
8

1


3

2*coW+490

2
0

2
1

6
0


3
c
o
H

+
1
6

0

E-Box

If CO-H<1750

loose supply

Sounder/Flashlight

Sounder/Flashlight

Control handle

inside

Control handle

outside

2*coW+490

Cylinder and Bracket

loose supplied

[to be positioned by yard]

c
o

H
+

1
6

0

3

0

0

3

0

0

0

9023

12143

13183

coW-20

0

1173

9093

12163

12733

18003

04
0


1

2
9
0


3

3
0
2


3

3
8
5


3

7
2
9


3

1
1
6


3

1
2
0


3

3
4
5


3

6
8
6


3

4
1
0


3

coW+550

2*coW+630

2*coW+1104

200

2
0

0

160

2
0

186

CIP: coW+556

C
I
P

:
 
c
o

H
+

1
6
3

c
o
H

coW

CIP: coW+490

C
I
P

:
 
c
o

H
+

1
3
0

R70

c
o
H

coW

30

2
0

0

8

30

80

6,3

4
0

3

2
0

0

8

3

80

4
0

6,3

Bulkhead ship,

no part of delivery

Bulkhead ship,

no part of delivery

Bulkhead ship,

no part of delivery

Bulkhead ship,

no part of delivery

4

5

0

2

*

c

o

W

+

8

5

0

4

5

0

7

0

0

4

0

4

5

0

7

6

0

8

0

0

2

*

c

o

W

+

8

5

0

Hydraulic connection G3/8"-19.

Piping to valve block to be

installed and mounted by yard.

acc. Hydraulic diagram.

 

1/4"x 12mm.

Piping to cylinder to be installed

and mounted by yard.

acc. Hydraulic diagram.

 


